SN 1 0/679,655 - Amendment of Specification - 
Response under 37 C.F.R. §1.111 



Amendment to the Specification 

Please amend the Specification as follows: 

[0032] The rectangular tubing 36 reinforces the top or opening edge of the container 
and provides important structural support and stiffness. As a result, the unobstructed 
surfaces of the sidewall plate or plates 32 are spaced downward from the lip or opening 
edge of container 22, where the plates 32 are attached to the tubing 36 by welds 4§ 
(see also FIG. 5). 

[0035] According to the different embodiments of such containers, the sidewalls panels 
32 typically comprise seven to twelve gauge steel sheet, typically ten or twelve gauge 
steel sheet for the sort of container shown in Fig. 1 . The construction steps for building 
the container generally involve clamping flat wall panels 32, reinforcing tubing 36 and 
other parts into position, for example using a standardizing support structure or jig, and 
affixing welds 4S to join the parts where they meet one another, either along continuous 
lines or spaced spot welds. 

[0046] According to an inventive aspect, the press that locally forms the indicia 24 is 
brought to a constructed container 22. A mobile jib crane 84, for example as shown in 
FIG. 2, is preferably wheeled to the container to bring the clamping press into position. 
The jib crane 84 has a vertical post 92 on a chassis 94 with rollers or casters 96. The 
chassis can carry a hydraulic pump 95 to power the cylinder 72 of the press through 
hydraulic hoses 93 98. Alternatively, the power source for the press cylinder can be 
located nearby. 

[0050] The die set 62 has complementary positive and negative forms of at least one 
shape to be formed as the indicia 24. The shape is made as a raised design or as a 
bas-relief (depressed design) or as a combination of raised and depressed areas. 
FIGS. 3-5 show details of an exemplary embossed indicia 24. The letter or initial is 
shown as a non-limiting example. The initial is provided by drawing the metal to raise 
the body of the letter from the plane of the wall, and/or relatively lowering the perimeter 
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areas, with a substantially rounded over or inclined outside edges around the 
character(s). Other sorts of identifying indicia might identify by name or symbol or other 
indicia, a manufacturer, supplier, establishment, owner, township, service provider, etc. 
The indicia can include one or several initials or shapes, a name, or other content. FIG. 
6 illustrates another possibility, namely embossing warning symbols 130 to identify 
containers that might hold poisons, biohazards, flammable materials, radiation danger 
or the like. 
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